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Spectrum Test Report

1.0=7.590mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3388 y = 0.3435

CCT = 5230K

Color Parameters:
Chromaticity Coordinate:x=0.3388  y=0.3435/u'=0.2103 v'=0.4797

CCT=5230K(Duv=-0.0015) Dominant WL:Ld =570.8nm WL:Lc = --nm Purity=4.7%

Ratio:R=17.5% G=76.6% B=5.9%　Peak WL:Lp=455.1nm  FWHM=22.2nm

Render Index:Ra=96.5

R1 =97 R2 =99 R3 =96 R4 =96 R5 =96 R6 =94 R7 =97 

R8 =97 R9 =94 R10=97 R11=97 R12=71 R13=99 R14=98 R15=95 

Photo Parameters:
Flux  = 239.1 lm   Eff. : 45.05 lm/W  Fe  = 915.7 mW

Electrical parameters:
V = 23.999 V     I = 0.2212 A    P = 5.309 W PF = 1.000

LEVEL:OUT        WHITE:ANSI_5000K

Status:  Integral T = 500 ms  Ip = 1624 (2%)

Model:
Tester:River
Temperature:Deg
Manufacturer:

Number: 
Date:2022-08-18 16:05:03 
Humidity:%
Remarks:IP67/1M
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Spectrum Test Report

1.0=5.434mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.4617 y = 0.4069

CCT = 2645K

Color Parameters:
Chromaticity Coordinate:x=0.4617  y=0.4069/u'=0.2654 v'=0.5262

CCT=2645K(Duv=-0.0015) Dominant WL:Ld =585.0nm WL:Lc = --nm Purity=60.7%

Ratio:R=27.3% G=69.9% B=2.8%　Peak WL:Lp=638.2nm  FWHM=142.9nm

Render Index:Ra=95.9

R1 =98 R2 =99 R3 =98 R4 =96 R5 =97 R6 =96 R7 =93 

R8 =90 R9 =80 R10=99 R11=98 R12=84 R13=99 R14=100 R15=95 

Photo Parameters:
Flux  = 223.4 lm   Eff. : 41.06 lm/W  Fe  = 877.6 mW

Electrical parameters:
V = 23.999 V     I = 0.2267 A    P = 5.441 W PF = 1.000

LEVEL:OUT        WHITE:ANSI_2700K

Status:  Integral T = 500 ms  Ip = 1472 (2%)

Model:
Tester:River
Temperature:Deg
Manufacturer:

Number:
Date:2022-08-18 16:05:40 
Humidity:%
Remarks:IP67/1M
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Spectrum Test Report

1.0=9.330mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.3929 y = 0.3710

CCT = 3627K

Color Parameters:
Chromaticity Coordinate:x=0.3929  y=0.3710/u'=0.2357 v'=0.5009

CCT=3627K(Duv=-0.0060) Dominant WL:Ld =583.8nm WL:Lc = --nm Purity=29.2%

Ratio:R=22.3% G=73.3% B=4.4%　Peak WL:Lp=456.5nm  FWHM=26.2nm

Render Index:Ra=96.5

R1 =96 R2 =96 R3 =98 R4 =98 R5 =96 R6 =94 R7 =96 

R8 =97 R9 =95 R10=95 R11=98 R12=76 R13=96 R14=99 R15=95 

Photo Parameters:
Flux  = 458.6 lm   Eff. : 42.61 lm/W  Fe  = 1.773 W

Electrical parameters:
V = 23.999 V     I = 0.4485 A    P = 10.76 W PF = 1.000

LEVEL:OUT        WHITE:ANSI_3500K

Status:  Integral T = 500 ms  Ip = 2396 (4%)

Model:
Tester:River
Temperature:Deg
Manufacturer:

Number:
Date:2022-08-18 16:06:18 
Humidity:%
Remarks:IP67/1M


